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MACHINE DESCRIPTION

MECHANICAL INNOVATIONS

Intuitive user interface.

IRMO5 is born as the evolution of the reliable IRMO4, featuring a 
series of mechanical, electronic, and digital innovations designed 
to improve efficiency, enhance precision, and enable remote 
control via an app. 

• Dedicated and independent zones for the water pipe,
treatment pipe, and electric cable: organization and ease of
maintenance (new: patent pending).

• New oversized water pipe support brackets – 200 mm in width.

• Rope encoder system for more precise reading of the carriage
stroke.

• Emergency ropes on the irrigation bar for enhanced safety.

• Acoustic signaling on the bar that activates during movement.

• Customizable solenoid valve management up to 16 (vs 8 in the
previous model).

• High-efficiency motor: 15% lower energy consumption at the
same performance.
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Intuitive user interface.

• The IRMO5 control interface via app is completely new and designed to offer maximum
accessibility and operational flexibility:

• Usable on PC, smartphone, and tablet (Android and Apple)

• Real-time monitoring: data, alarms, charts, and trends

• Full remote control: adjustments to commands, zone programs, and daily or scheduled starts

• Intuitive and customizable graphical interface

• The IRMO5 irrigation boom features an improved operator panel, designed to ensure greater
durability, better visibility, and enhanced usability:

• 7” high-brightness touchscreen with UV protection

• Operating range: -20/+55°C, resistant even in extreme conditions

• Simplified diagnostics: each alarm links to the relevant manual page

• Remote support for faster technical assistance

IRMO5
7” UV, HIGH BRIGHTNESS

-20/+50 °C
APP (PC, TABLET, SMARTPHONE)

YES (RUGGED TABLET OPT)
YES

BIDIRECTIONAL
UP TO 16

YES
ON ROPE

LARGH. 200 MM
YES (-15% CONSUMPTION)

YES
YES
YES

FEATURES IRMO4
OPERATOR PANEL WITH TOUCH SCREEN	� 5"
TOUCH SCREEN OPERATING RANGE� 0/+50 °C
REMOTE CONTROL� REMOTE
REMOTE CONTROL DEVICE (OPT)� NO
APP GRAPHICAL CUSTOMIZATION� NO
ZONE IRRIGATION� MONODIRECTIONAL
MANAGEABLE SOLENOID VALVES� MAX 8
ROPE STOP SYSTEM + ACOUSTIC INDICATOR� NO
ENCODER� ON MOTOR
PIPE SUPPORT BRACKETS� LARGH. 130 MM
HIGH-EFFICIENCY MOTOR� NO
DIAGNOSTICS AND SUPPORT� NO
MONITORING AND DATA LOGGING� NO
INTEGRATION WITH EXTERNAL SYSTEMS (OPCUA)� NO

REMOTE APP CONTROL

OPERATOR PANEL AND REMOTE SUPPORT

Recoil wheel.

Emergency 
ropes on the 
irrigation bar.

New 200 mm 
widht brackets.

Encoder on rope.
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