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EXAMPLES OF MACHINE COMPOSITIONS

ND destacker with 3-movements destacker for 
barquette (1) followed by a pair of destackers for 
godet (2 and 3).

ND destacker with 2-movements destacker for 
polystyrene trays (1) followed by 3-movements 
destacker for thermoformed packs (2).

ND destacker with 3-movements destacker for thermoformed trays (1), 
followed by 3-movements destaker for thermoformed packs (2) with 
synchronized labelling machine (3) and a 3-movements destacker for 
pots (4).

TECHNICAL SPECIFICATIONS

Electro-pneumatic machine with modular composition for stacking trays, 
tray holders, pots and shuttle trays and placing individual trays and pots 
inside them.

The ND destacking machine is managed by PLC with touch-screen panel 
and it is possible to configure up to 6 destackers.

Each destacker installed can be managed independently and used 
simultaneously with all the other destackers present or combined with 
only some of them.

When combined with the EAC labelling machines, the ND destacker is 
perfect for managing containers and set up them before their use in any 
working line.

Video

•	 Machine managed with PLC and data display on touch-screen panel. 
Modular from 1 to 6 destackers.

•	 Belt width (standard) L = 450 / 600 mm.

•	 Frame lengths (standard) L = 1300/2300/3300/4300/5300/6300 mm.

•	 Fixed-speed conveyor belt.

•	 Container presence detection with photocell and/or laser.

•	 Hourly production: based on the final configuration required.

•	 Available in right or left side operator version.

ND 3300, with destacker 
for thermoformed trays 

followed by pot destacker.
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MAIN ACCESSORIES

Destacking of thermoformed outer tray and 
hydroponics growing pots introduction.

Destacking of thermoformed transport tray 
and pot introduction.

Destacking of the thermoformed tray with 
label application.

Our destackers can works with any types of 
trays, in all types of materials.

DETAILS

ND 4300, with polystyrene tray destacker, 
thermoformed tray destacker and tray 
destacker combined with two labelling 
machines (1 per side).

•	 2 / 3 / 4-movements destackers, for tray, pots and 
containers in general, in all over shapes and sizes 
available on the market.

•	 2-movement destacker with front or side loading.

•	 3-movements destacker for barquette.

•	 Destacker for godet.

•	 EAC labelling machine, front and/or side.

•	 Empty trays stacks feeding belt.

•	 Stacking unit: balance stacker.

•	 Wheels kit for handling.
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EXAMPLES OF COMPOSITION
POT/PACK AND TRAY DESTACKER

Thermoformed tray destacker synchronized with a front 
labelling machine, to apply labels on tray side (1). Next, a 
second labelling machine to apply labels on the upper side 
(2). Stacking unit at the last.

Thermoformed 
shuttle tray 
destacker 
followed by 
biodegradable 
pot destacker.

Video
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Barquette 
tray destacker, 

followed by 
Godet tray 

destacker; 
Lastly, labelling 

machine with 
pneumatic 

applicator for 
barquette.

Thermoformed tray destackers:  
the station with loading chutes is especially used 

to increase the machine autonomy and consequently 
save manpower.

Video

Thermoformed tray destacker, synchronized 
with EAC labelling machine.


